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OVAL WEDGE-RING GATE VALE

A ermak

body nominal nominal max. )
material pressure diameter temperature | ex.index
A C DN o
grey cast iron 16 bar 800-1000 225°C 003
B D DN
nodular cast iron 25 bar 800 225°C 003

FEATURES

length of construction acc. to DIN 3202 F15

connection flanges of gate valve: with faying surfaces B1, drilled acc.to
PN EN 1092-2 on PN 16 for cast iron EN-GJL-250 and on Pn25 for
cast iron EN-GJS-400-15

wheel for hand operation can be assembled directly on gate valve or
on stanchiion (execution for stanchion) depending on place of building
of gate valve

any flow direction

the possibility of using gate valve with or without unloading (circulation)

APPLICATION

Circular gate valves of this type are designed for pipelines to cut off
flow of water and other neutral not dangerous liquids:

Max. working temperature 2250C.
Max. working pressure:

16 bar for cast iron EN-GJL-250

25 bar for cast iron EN-GJS-400-15

Data given can be changed without notice.
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MATERIALS

Type 51, 52, 53, 54

A ermak

Type 55, 56, 57, 58

body material A B
type 51, 52, 53, 54, 55, 56, 57, 58
1 bod EN-GJL-250 EN-GJS-400-15
y 5.1301 (ex.JL1040) 5.3106 (ex.JS 1030)
2 | cover EN-GJL-250 EN-GJS-400-15
5.1301 (ex.JL1040) 5.3106 (ex.JS 1030)
3 wedge EN-GJL-250 EN-GJS-400-15
5.1301 (ex.JL1040) 5.3106 (ex.JS 1030)
EN-GJL-250
& gland 5.1301 (ex.JL1040)
5 | stem X20Cr13
G | stem nut CuZn39Pb2
7 saling ring EN-GJL-250 EN-GJS-400-15
5.1301 (ex.JL1040) 5.3106 (ex.JS 1030)
max. temperature 2050 G
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DIMENSIONS
Dk -

- o - T
0 &
7 <
i
1
8885 v
T [ : !
!
14 1
! i
L 3
- - Lt -
q pe type
body material A, B type 51,52,53,54,55,56,57,58 51,52,53,54 55,56,57,58
) — —
L H DZ D0 dO/i g Dk D1 L1 Qty. Of tuns |~ Setting A ‘ A ‘
DN
mm Nm kg kg
800 PN 16 1250 1820 | 1025 950 41/24 58 900 | 1150 700 80 2100 3250 3250
800 PN25 1250 1820 | 1085 990 50/24 58 900 | 1150 700 80 2100 3320 3320
1000 PN16 1500 2200 | 1255 1170 | 44/28 66 900 | 1400 830 | 100 3000 3970 3970
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PRESSURE-TEMPERATURE RATINGS
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MARKING OF GATE VALVES
Gate valves applied for water and other not dangerous liquids
are signed with “CE” mark by producer
NOTES
Gate valves should be assembled on horizontal pipelines in vertical
posiyion
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TYPES

A ermak

ﬁgu’_e body material nom\nalgﬁ:ameter norwna}\ijressure type
Ve
o
003 |» A »[800-1000|, C 51 Tmax 225 °C
grey cast iron o 16bar type without circulation with hand-wheel - sealing cast iron/ cast iron
EN-GJL-250 J
Vs
52 Tmax 225 °C
type with circulation with hand-wheel sealing cast iron/ cast iron Y,
Ve
53 Tmax 225 °C
type without circulation with hand-wheel on stanchion - sealing cast iron/ cast iron Y,
Ve
54 Tmax 225 °C
type with circulation with hand-wheel on stanchion sealing cast iron/ cast iron Y,
Ve
55 Tmax 225 °C
type without circulation, under electric actuator « sealing cast iron/ cast iron Y,
Ve
56 Tmax 225 °C
type with circulation, under electric actuator sealing cast iron/ cast iron Y,
Ve
57 Tmax 225 °C
type without circulation, under electric actuator, on stanchion - sealing cast iron/ cast iron /
Ve
58 Tmax 225 °C
type with circulation, under electric actuator, on stanchion sealing cast iron/ cast iron Y,
Ve
800 D 51 Tmax 225 °C
nodular cast iron atxy 25bar type without circulation with hand-wheel - sealing cast iron/ cast iron
EN-GJS-400-15 J
4 N\
52 Tmax 225 °C
type with circulation with hand-wheel sealing cast iron/ cast iron Y,
Vs
53 Tmax 225 °C
type without circulation with hand-wheel on stanchion - sealing cast iron/ cast iron Y,
Ve
54 Tmax 225 °C
type with circulation with hand-wheel on stanchion sealing cast iron/ cast iron Y,
Ve
55 Tmax 225 °C
type without circulation, under electric actuator - sealing cast iron/ cast iron Y,
Ve
56 Tmax 225 °C
type with circulation, under electric actuator sealing cast iron/ cast iron Y,
Ve
57 Tmax 225 °C
type without circulation, under electric actuator, on stanchion - sealing cast iron/ cast iron /
4 N
58 Tmax 225 °C
type with circulation, under electric actuator, on stanchion sealing cast iron/ cast iron Y,
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ORDERING

To place an order please use our product number (index)

nominal nominal
figure body material diameter pressure type
DN PN

003 > A » 800 [» C |» 01-5

Oval wedge-ring gate e, fl / aight form

|
ORDER EXAMPLE 003 A 800 C 015
A

grey cast iron EN-GJL-250

nominal diameter DN800

nominal pressure PN16
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