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== FLAT WEDGE-RING GATE VALVE

A ermak

nodular cast iron

body max. working nominal max. .
material pressure diameter temperature | ex.index
A K PS 1,0 bar
grey cast iron L PS 1:6 bar oN
M PS 2,5 bar i 120°C 019
B N PS 4,0 bar 400-1400

* depending on DN

FEATURES

length of construction according to PN EN 558-1 FTF N.14

flanges with faying surfaces (type B) are drilled according to PN EN 1092-2: for gate
valves DN 700 - 1000 are drilled on PN 10; for gate valves DN 1200 - 1400 are drilled on
PN 2,5.

wheel for hand operation can be assembled directly on gate valve or on stanchion
(execution for stanchion) depending on building place of gate valve.

electric drive can be assembled directly on gate valve or on stanchion, depending on
building place of gate valve

APPLICATION

gate valves of this type are designed for pipelines to cut off flow of water and other
neutral not dangerous liquids and gases with temperature up to 1200C and pressure PS
according to above mentioned table.
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MATERIAL
type 51, 53, 61, 63 type 55, 57, 65, 67
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body material A B A B
type 61, 63, 65, 67 51, 53, 55, 57
1 bod EN-GJL-250 EN-GJS-400-15 EN-GJL-250 EN-GJS-400-15
v 5.1301 (ex.JL1040) 5.3106 (ex.JS 1030) 5.1301 (ex.JL1040) 5.3106 (ex.JS 1030)
EN-GJL-250 EN-GJS-400-15 EN-GJL-250 EN-GJS-400-15
2 | cover 5.1301 (ex.JL1040) 5.3106 (ex.JS 1030) | 5.1301 (ex.JL1040) 5.3106 (ex.JS 1030)
3 | wedge EN-GJL-250 EN-GJS-400-15 EN-GJL-250 EN-GJS-400-15
5.1301 (ex.JL1040) 5.3106 (ex.JS 1030) 5.1301 (ex.JL1040) 5.3106 (ex.JS 1030)
EN-GJL-250
land |
4| gandses 5.1301 (ex.JL1040)
5 stem nut CuZn39Pb2 CuZn39Pb2*
6 stem X20Cr13 S275JR
sealing rings EN-GJL-250 EN-GJS-400-15
7 gring CuZn39Pb2 5.1301 (ex.JL1040) 5.3106 (ex.JS 1030)
max. temperatur 120°C
* for coke oven gas - stem nut made from GJS500-7
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DIMENSIONS
type 51, 53, 61, 63 type 55, 57, 65, 67
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body material A, B type 51, 53, 55, 57, 61, 63, 65, 67 51, 53, 55, 57,
y y yp! y 99, 99, 9/, b1, 03, b9, 61, 63 | 65, 67
. Setti T~—"7 T~
L H D, D, df/i | D, f g B D, etting psr ‘ ‘
D N Qty. Of turns
mm Nm bar kg
400 310 1005 565 515 28/16 480 4 32 597 360 200 62 4,0 245,0 290,0
500 350 1150 670 620 28/20 582 4 34 733 400 250 71 4,0 395,0 330,0
600 390 1350 780 725 31/20 682 5 36 860 500 300 91 2,5 560,0 600,0
800 470 1710 1015 950 33/24 905 5 44 1122 720 470 100 1,6 1219,0 |1400,0
1000 550 2050 1230 1160 36/28 1110 5 50 1322 800 800 125 1,0 2036,0 |2400,0
1200 630 2445 1375 1320 30/32 1280 5 40 1570 800 1060 120 1,0 3600,0 |4000,0
1400 710 2650 1575 1520 30/36 1480 5 44 1796 900 1710 140 1,0 5500,0 |6000,0

* max working pressure

NOTE:

1.0nto client’s wish — gate valves applied for water or other not dangerous liquids (SEP category), can be executed

on PS 2,5 bar (g), in whole diameters range DN, without confirmation of agreement with PN-EN 1171.

2.Gate valve made from nodular cast iron DN 400 + 500, applied for water and other not dangerous liquids, can be executed on PS 10 bar (g), without
confirmation of agreement with PN-EN 1171.

In both case execution of gate valves will be confirmed according to producer’s technical specifications: WTWiO No 2/2007
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MARKING OF GATE VALVES

gate valve which is applied for water and other not dangerous liquids — can not be
marked with ,CE” sign because of cat. SEP (Standard Engineering Practice)

gate valve applied for not dangerous gases — is marked with ,CE” sign by the producer

gate valves in ZI/Zl and M/M execution are applied for liquids of group 1, if materials used
to their production are resistant to the medium, and undergo the conformity assessment
as for products classified to category Il according to Directive No 97/23/EU and marked

with ,CE” sign with number of notification authority

NOTES

gate valve should be assembled on horizontal pipelines in vertical position

in case if gate valve is assembled on end flange of pipeline ( free outflow ) it is
recommended to reduce working pressure to 0,5 PS

in case of applying gate valve for coke-oven gas or natural gas — electric drive
should be adjusted for work in the area endangered with explosion and possess
required for such conditions admissions and certificates

Data given can be changed without notice.
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WYKONANIA

body material

flanged
straight

max working

A ermak

nommagﬁ:ameter pre;zure type
o 51 Tmax 120 °C
01 9 o (Qst iron > 40°mn?00 -» 4'l;lar {type without circulation with hand-wheel * sealing cast iron/ cast iron max
EN-GJL-250 J
{ 61 Tmax 120 °C
« type without circulation with hand-wheel ¢ sealing brass/brass
J
{ 53 Tmax 120 °C
« type without circulation with hand-wheel on stanchion « sealing cast iron/ cast iron
J
N
63 Tmax 120 °C
° type without circulation with hand-wheel on stanchion ° sealing brass/brass
J
{ 55 Tmax 120 °C
« type without circulation, under electric actuator * sealing cast iron/ cast iron
J
{ 65 Tmax 120 °C
« type without circulation, under electric actuator * sealing brass/brass
)
’[ 57 Tmax 120 °C
« type without circulation, under electric actuator, on stanchion esealing cast iron/ cast iron
J
( 67 Tmax 120 °C
« type without circulation, under electric actuator, on stanchion esealing brass/brass
J
(- N [ N\ N\
> 600 |1 M 51, 61, 53, 63, 55, 65, 57, 67 Tmax 120 °C
mm 2,5 bar
A& J/ % J
' N N\ N\
> 800 |0 L 51, 61, 53, 63, 55, 65, 57, 67 Tmax 120 °C
mm 1,6 bar
A RN % J
/1000-\ f K | 51, 61, 53, 63, 55, 65, 57, 67 )
> 1400 | A by y ’ ’ ’ s , ’ Tmax 120 °C
NN % J
/ N N\ N\
o noctaranstivon| > 400800 | | N 51, 61, 53, 63, 55, 65, 57, 67 Tmax 120 °C
e ) ) )
(- N [ N\ N
»| 600 |, M 51, 61, 53, 63, 55, 65, 57, 67 Tmax 120 °C
mm 2,5 bar
A& J/ % J
4 N [ N\ N\
» 800 |0 L 51, 61, 53, 63, 55, 65, 57, 67 Tmax 120 °C
mm 1,6 bar
\§ RN % J
/1000-\ ( K | 51, 61, 53, 63, 55, 65, 57, 67 )
> 1400 > 1,0 bar 3 ’ 3 ’ ) s 3 Tmax 120 °C
™ % J
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ORDERING

To place an order please use our product number (index)

nominal max working
figure body material diameter pressure type
DN PN

019 > A > 800 [» L |» 51

ORDER EXAMPLE 019 A 800 L 51

Oval wedge-ring gate e, fl / aight form

grey cast iron EN-GJL-250

nominal diameter DN800

nominal pressure PN1,6

ZETKAMA

Data given can be changed without notice. Edition 09/2013
ARMAK Sp.z o.0. tel. +48 32 368 00 79-91 e-mail sprzedaz@armak.com.pl
ul. Swobodna 9 fax +48 32 368 00 95-97 www.armak.com.pl

PL 41-200 Sosnowiec 6/6



	Strona 1
	Strona 2
	Strona 3
	Strona 4
	Strona 5
	Strona 6

